








SHARPE VALVES

FORGED STAINLESS PISTOH CHECK VALVE

CLASS 800 FIG. 24836
ASTM AT82/F316L

316L BODY AND BONNET
BOLTED COVER
THREADED OR SOCKET WELD

PART MHAME MATERIAL

1 BODY | At1s2 316L

2 COVER | A182 316L

3 PISTON | A182 316
| 4 l SEAT A182 316
‘ 5 | SPRING | STAINLESS STEEL 316 |
6 GASKET BASIC DESIGN BS 5352
| SPIRALWOUND | /! 316+ GRAPHITE | | SOCKET WELD ANSI 16.11
7 BOLT A193E8 THREADED ANS| B120.1
8 |NAMEPLATE|  ALUMINUM | | TEST BS 5146

DIMENSIONS IN INCHES
SIZE r 'i 514 1 1% 1% 2 ! 1/2 - r /
315 | 354 | 433 6.10 | 6.69 | R

'8 | 189 201 | 248 | 2.80 | 339 | 3.90 |wé | 9

C | 035 | 047 | 069 | 089 | 098  1.18 LI
| B | 14 [ 14 | 115 [ 115 [ 115 | 115 :H 12':
| E | 085] 107 | 133 168 | 1.91 | 2.41 EJ 13'

“CN-Tha volume of waber in GLAEM thal
will pass through B given valee with 8
prassurd dich al 151

Toll Free: 1-877-7SHARPE

(877) 774-2773
Fax: (708) 562-9250
Email: info@sharpevalves.com

www.sharpevalves.com
A Division of Smith-Cooper International, LLC 1260 Garnet Drive

Northlake, lllinois 60164 U.S.A.
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